# Fast Facts

<table>
<thead>
<tr>
<th>Feature</th>
<th>Details</th>
</tr>
</thead>
<tbody>
<tr>
<td>Horsepower</td>
<td>74 HP (55 kW)</td>
</tr>
<tr>
<td>Operating Pressure</td>
<td>2500 to 3300 PSI (172-227 Bar)</td>
</tr>
<tr>
<td>Hydraulic Flow</td>
<td>4 to 35 GPM (15 to 132 LPM)</td>
</tr>
<tr>
<td>Hydraulic Tank</td>
<td>70 Gal (264 Liters)</td>
</tr>
<tr>
<td>Diesel Tank</td>
<td>70 Gal (264 Liters)</td>
</tr>
<tr>
<td>Weight</td>
<td>3800 LBS (1723kg)</td>
</tr>
<tr>
<td>Dimensions</td>
<td>132”x76”x83” (335cmx193cmx210cm)</td>
</tr>
<tr>
<td>Hydraulic Oil</td>
<td>32 or 46 AW, BIO, NS</td>
</tr>
</tbody>
</table>

## Engine
- 2.0 L Hatz Diesel engine - Optional silent pack
- EPA TIER 4 FINAL 50 State Emissions Compliant
- LOFA or Murphy engine monitoring system
- Engine safety shutdown package
- Double fuel and hydraulic filtration
- Optional Air inlet shutdown valve
- Electric start with battery & weather safe battery box

## Safety
- Safety transport center point eye pad
- DOT approved trailer - fully wired for highway towing
- System hydraulic relief valve
- Front & rear safety transport binder rings
- Easy to read safety and operation labeling
- Flame arrester exhaust with heat shield
- 10 Ply trailer tires

## Hydraulics
- Single or twin circuit variable flow hydraulic controls
- High capacity hydraulic cooling system
- Hydraulic oil filter with spin on cartridge
- Oil spill and fuel spill containment trailer
- 5000 PSI hydraulic gauges
- Screw together 1” supply and return fittings
- Hydraulic oil level & temperature indicators
- Low level hydraulic fluid shutdown

## Available Options
- Fully custom hydraulic circuits, pressures, and flow
- Air or electric start; mechanical or electric shutdown
- Integrated hydraulic hose reels
- Optional hydraulic pressure washers

## DOT Approved for Highway Towing

## Other Features
- Powder coated frame & box tube lifting design
- Fully adjustable Pintle or Bulldog hitch & trailer jack
- Torsion flex removable trailer axles – no leaf springs
- Top tank desiccant breather
- 10” Oversized tank clean out ports
- Automatic hydraulic fluid temperature controller
- Removable fuel and hydraulic tanks
- Low point drain plugs

## Trailer or Skid Mounting Available

FastFlowPumps.com
9700 Hwy 63 • Moss Point, MS 39562
228.475.2468
### 74 HP HATZ 4H50

- Naturally Aspirated Diesel
- 4 Cylinder Liquid Cooled
- (74HP / 55 KW) Output
- 2.0 (L) Displacement
- 2800 Max RPM
- EPA Tier 4F Compliant

### Fast Flow - Hydraulic Power Units

**Available Silent Pack!**

**Fast Flow Standard Features**

<table>
<thead>
<tr>
<th>1. Removable Tanks</th>
<th>3. Transport Binder Rings</th>
<th>5. Tank Clean Outs</th>
</tr>
</thead>
<tbody>
<tr>
<td>2. Spill Containment</td>
<td>4. H.D. Center Lift Point</td>
<td>6. Trailer 10 Ply Tires</td>
</tr>
</tbody>
</table>

**Specialty features are standard**

with Fast Flow's trailer-mounted hydraulic power units. Fluid spill containment, removable fuel and hydraulic tanks, oversized tank clean outs, and DOT certification for highway towing come standard. Choose from an adjustable height Bulldog or Pintle hitch. Fast Flow trailer hydraulic power units are designed to be maintenance friendly, resulting in less costly servicing and improved life-span.

---

Fast Flow, LLC and Fast Flow Pumps manufactured pumps are protected under 35 U.S.C., 37 C.F.R. and 18 U.S.C. Fast Flow, LLC and Fast Flow manufactured pumps are covered by one or more of the following patents:

- United States Patent Number(s): 6,942,448; 7,442,003; 8,152,443; 10,138,891; Other Patents pending approval. Pump curve & capacities represent the pump moving water at an elevation of sea level. Many variables can affect actual pumping performance.